WIRING DIAGRAM
THOMPSONCASTER
ELECTRIC POT

LIST OF MATERIAL

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES

TOLERANCES ON:
FRACTIONS DECIMALS ANGLES

MATERIAL

HEAT TREATMENT

DRAWN
CHECKED
APPROVED

SCALE

LANSTON MONOTYPE COMPANY
DIVISION OF LANSTON INDUSTRIES, INC.
24W & LOCUST STS.
PHILA. 1, PENNA.

DWG SIZE
SHEET

ECN 1045
4/29/58

REVISIONS
DATE
APPROVAL

TC FILE

NOTES

RHEOSTAT

CONDULET CM

CAT. PST. 2 A 34 TC 9

BOX a 258 E 22 COVER
a 258 E 23 x 2224 (2)

CONDULET CM

2 FLEX. CONDUIT 2 WIRE
#12 DELTABEASTON

CONNECTIONS FOR 115 V. AC

PARTLOW M2J102 10 KLP-220
WITH TOGGLE SWITCH

NOZZLE HEATING ELEMENT
400 W

2 POT HEATING ELEMENTS
600 W EACH

JUNCTION BOX ON BASE
(94 TC 4) COVER-94 TC 30
+3834 (2)

SNAP SWITCH ON BASE

L1 L2

FLEX. CONDUIT 4 WIRE
#18 DELTABEASTON

BLACK

LINE SWITCH

SUPERSEDED BY

4/29/58